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Extra Heavy Duty Milling Machine Vises 


The deep throats, extra large body style and heavy- 
weight designs of the RX series milling machine vises 
provide brute strength for tough operations. Two 
models of 4-1/2" and 6" jaw widths are available and 
can be ordered with swivel bases. 


Models RX45 and RXN45 have a unique replaceable 
bed plate, and all models have ground and easily 
replaceable jaw faces. Additionally, all styles feature 

a solid, uninterrupted bed, eliminating the use of guide 
slots, which can accumulate dirt chips. 


Swivel base models have engraved graduations to 
provide accurate angle settings. All RX series vises 
have milled base slots including 11/16" keys for 
stationary or swivel base mounting alignment. 


Model Shown oS 


RX60 


SPECIFICATIONS 


Width Maximum Depth 
Catalog Item of Jaw of Overall Shipping 
No. No. Jaws Opening Throat Height Weight 


Graduated Swivel Base 


4%" ay" 1%" ~~ 41%" 61 Ibs. 
RX-45 12275 143mm 106mm 44mm 119mm 28kg. 


6" 5%" lg 6'%65" 133 Ibs. 
RX-60 12350 jsomm 131mm 75mm 169mm 60 kg. 


Stationary Flanged Base 


Ay" ay" 1%" 3%." 50 Ibs. 
RXN-45 12075 t43mm 106mm 44mm 88mm  22kg. 


6" By" 3" 5%" «99 Ibs. 
RXN-60 12150 jcomm 431mm 75mm 131mm 45 kg. 


Model Shown 
RX45 


Value-Built Milling Machine Vises 


Complete with swivel base, the 50S and 60S are ideal for milling, 
tapping and drilling operations. 


The swivel base is graduated in fine pitch for accurate set up of 
workpieces requiring accurate angular clamping. A high quality steel 
main screw utilizes a fine Acme thread for strength. Acting to track 
the sliding jaw are strips on the side of the vise’s body. The jaws are 
made from a high-carbon steel. 


Two bolt lugs make mounting easy, and the vise can also be mounted 
on its stationary base. 


Model Shown 
60S 


SPECIFICATIONS 

Catalog Item Jaw Maximum Jaw Overall Shipping 

No.* No. Description Width Opening Depth Height Weight 
Milling Vise 5%" 3%" 1%" 5%" 40 Ibs. 

50S 12365 w/Swivel Base 130mm 89mm 42mm 140mm 18 kg. 
Milling Vise 6%" 4%" 1%" 5%" 63 Ibs. 


60S 12370 w/Swivel Base 159mm 117mm 48mm _ 137mm 29 kg. 
* Manufactured offshore to Wilton’s specifications 


Versatile Drill Press Vises 


Rugged design and large workload capacity make the 
series 1000 and 1100 vises perfect for the most difficult 
drilling tapping or reaming operations. Precision 90° 
machining of the vise’s sidebodies allows them to be 
utilized additionally as bases. Ground to a flatness of 
.0005 per lineal inch, the bases contribute to the vise 
delivering higher performance than any model in its class. 
The sturdy main castings are 30% heavier than 
conventional models. c 


The free sliding jaw of the series 1100 models 
is a very desirable feature for fast loading and 
unloading of production material. A Rapid 
Action Nut allows the jaws to automatically 
disengage with a counterclockwise rotation. 
Just as easily, clockwise handle rotation 
engages the nut for powerful tightening and 
a sure grip. 


1045 


RAPID ACTION NUT— 
means fast loading and 
unloading —saves time and 
speeds up production. 


SPECIFICATIONS 


Catalog Item Jaw Maximum Jaw Shipping 
No. No. Width Opening Depth Weight 


Conventional 


3%" 4y" 1%" 9 Ibs. 
1035 12450 ggimm 106mm 44mm 4 kg. 
4%" 4x," 1h" 16 Ibs. 
1045 12500 413mm 119mm __46mm_7 ka. 


6" 6%" 2%" 28 Ibs. 
1060 12550 comm 169mm _53mm_13 ka. 


RapidAction 


3%" 4%" 1%" 9 Ibs. 
bi 12650 88mm 106mm 44mm 4kg. 
4y," 4y," 1%" 16 Ibs. 
alii 12700 113mm 119mm 46mm_=  7kg. 
ra rf Use Wilton’s two way vise Or turn it on its side. Carefully 
1160 12750 6 6% 2%" 28 Ibs. inthe conventional manner... machined sides guarantee 
150mm 169mm 53mm 13kg. squareness. 


High Production Drill Press Vise 


A quick gripping locking mechanism speeds clamping 
time as compared with conventional screw vises. The 
340 utilizes two jaw tracking slides and a center slide 
bar which positions jaw placement. In its downward 
position the locking lever forcibly moves the jaw 
forward against the workpiece. Returned to vertical 
position, the locking lever releases its clamping force 
and allows free movement of the center bar. 


The clamping pressure is adjustable to eliminate 
slippage of the locking mechanism. Long work life 
is insured by the hardened ground steel center slide 
bar and locking mechanism. 


Model Shown 
340 
SPECIFICATIONS 
Catalog Item Jaw Maximum Jaw Overall Shipping 
No. * No. Description Width Opening Depth Height Weight 
4" Quick acting 4" 446" 1%_" 3%" 17 |b. 
340 12890 Drill Press Vise. 100mm 120mm 40mm 89mm 7.9kg. 


The Wilton \ 


The Combination of Advanced Design and Precision Tested Components 


Jaw lift and work piece tilt are virtually eliminated by the simple action of a spherical mechanism that induces 
1/2 pound of vertical downward force for each pound horizontally applied. 
Cast from rigid ductile steel are critical components such as: 
41 Vise body with flame-hardened bed 
2 Fixed jaw, (rated at 85,000 p.s.i.) 
3 Verti-Lock’s annealed, surface-ground sliding jaw (rated at 70,000 p.s.i.) 
4 Optional swivel base 
A totally enclosed vise screw thread is cut from a special alloy steel, hardened and ground. For exceptional 
clamping power the Verti-Lock’s screw engages through a needle type thrust bearing which is standard on 
all models (Fig. II) 
Tempered, surface-ground and hardened to 50 Rockwell C, the jaw plates can be set to allow clamping in four 
positions (Fig. |) 
Other standard features include: * A pivoting handle allowing easier access and control to the workpiece 
* Coolant trough on both the vise body and the optional swivel base * Chip clearance holes—no dead pockets. 


When ordered with a swivel base, the vise's complete 360° rotation is scribed on two 180° scales incrimented 
in 1° indications. Swivel base must be ordered separately and assembles easily to the vise. 


In Today’s Market, You Can’t B 


i; : ; Average 
Every unit strictly tested for accuracy as illustrated to WILTON'S in Real 
the tolerance listed below. Figures given for tolerance s 
are as per 4" length: tandard Measurement 
- 1. Parallelism of sliding 
surface to bottom of 
vise body 0.0004" 0.0002" 
2. Perpendicularity of Moveabl 
jaw facings on sliding Clampi 


surface of vise body. 
The angle should 
always be less than 
90 degrees. 0.0011 0.0008 
3. Squareness of jaw 
facings to guide 
blocks set as the 
bottom of vise in 
longitudinal position 0.0004 0.0002 
. Parallelism of jaw 
facings to guide 
blocks set on the 
bottom of vise in 
transversal position 0.0004 0.0002 F 
5. Parallelism of sliding 
surface to the bottom 
of swivel base 0.0008 0.0006 
6. Squareness of jaw 
facings to guide 
blocks set on the 
bottom of swivel 
base 0.004 _ 
. Parallelism of vise 
bottom to top of 
rectangular test 
block clamped tight 
between jaws 0.0008 _ 
8. Parallelism of bottom 
of swivel base to top 
of rectangular test 
block placed on the 
vise bed 0.0011 — 
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SPECIFICATIONS 


Catalog Item 

No. * No. Desc! 
4" Ste 

1240N 12380 Vise 


5" Ste 
1250N 12390 Vise 
6" Ste 
Vise 


8" Ste 
1280N = 12375 "Vise 


“ 


1260N 12400 


Model Shown 
1260N with 6S Base 


uy a More Accurate Machine Tool Vise 


Jaw lift and workpiece tilt are 
“ee virtually eliminated by the 

simple action of a spherical 

mechanism. Each pound of 


le Jaw Plates Allow force in horizontal movement 


induces one-half pound of 
ng in 4 Positions Na ae downward force. 
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Needle bearing thrust collar cuts 
friction and adds up to clamping power. 


‘igure | Figure Il 

Stationary Vise Swivel Base 

Jaws Jaw Jaw Overall Shipping Catalog Item Overall Shipping 
ription Width Opening Depth Height Weight No. No. Description Height Weight 
ationary 4" 4" 1%" 3%" 39 Ibs. 4" Swivel 1%" 9 Ibs. 

102mm 102mm —-32mm_—_—s 89mm 18 kg. 4s 12280 Base 35mm 4 kg. 
ationary oh 44%" 1%" 4" 55 Ibs. 5S 12285 5" Swivel 1%" 15 Ibs. 

125mm 108mm 38mm 102mm 25 kg. Base 35mm 7 kg. 
ationary 6" 5%," 1%" 4%" 79 Ibs. 6S 122 6" Swivel 1%" 26 Ibs. 

152mm 140mm 41mm 116mm 36 kg. 90 Base 41mm 12 kg. 
ationary 8" 7%" 24" 5%" 143 Ibs. 8" Swivel 24" 79 Ibs. 


203mm 188mm 56mm 140mm _—65 kg. 8S 12295 Base 56mm 36 kg. 
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Utility Drill Press 


Model Shown 


Vises 


Mode! Shown 
330 i 


Precision machining of the vise’s sides and 
front side panel permits additional mounting 
positions for drilling, tapping or reaming. Thus, 
without changing the position of a clamped 
workpiece, the vise can be turned to either 
side or placed on its front side panel. 


The body and slide are also machined perfectly parallel and 
square to further ensure complete jaw alignment. Combining 


asmooth moveable jaw plate with a cross- patterned 90°V 
groove stationary jaw, the vise is recommended for general use. 


Models 30, 40 and 330 utilize fine pitched Acme- threaded 
screws with hexagonal heads for tight clamping. As a variation 


25 ‘ L : 
| of model 30, Wilton’s model 330 features two bolt lugs for solid 
mounting and support. 
SPECIFICATIONS 
. Catalog Item Jaw Maximum Jaw Overall Shipping 
No. * No. Width Opening Depth Height Weight 
12800 2%" 2%" 14%" 2%" 6 Ibs. 
Standard 63mm 64mm 38mm 67mm 2.7 kg. 
Models " 3%" 1%" 3" 10 Ibs. 
30 12860 76mm 80mm 44mm 76mm 4.4 kg. 
4" 4" 1%," 34" 17 Ibs. 
40 Lsiini 102mm 102mm 44mm 82mm 7.7 kg. 
Standard Model 3%" 3%" 1%" 2%" 9 Ibs. 
with Bolt Lugs 330 12675 80mm 80mm 38mm 3.9 kg. 


Angle Models 


Mounted on an angle base, which allows the vise to be adjusted quickly to any angle 


from 0° to 90° vertical, models 25A and 30A are sturdily constructed to give 
workpieces an accurate mount. Four bolts, linked by side plates of high quality 
steel, lock the vise body securely. It is calibrated for vertical angle readings. 


The hinge pin hole of the vise body is precision drilled and reamed to avoid lateral 


play. Two bolt lugs are provided on the angle base. 


Swivel Base, Angle Models 


for location and four bolt lugs for mounting on the machine table. 


64mm 


Model Shown 
25AS 


1 Models 25AS and 30AS offer the same high quality angle vises listed above mounted 
on swivel bases. The swivel base allows the vise to be rotated in a complete circle. 
Accurate scaling provides an easy means for calibration. Bases have a 5/8" keyway 


Model Shown 
25A 


SPECIFICATIONS 

Catalog Item Jaw Maximum Jaw Overall Shipping 

No. * No. Width Opening Depth Height Weight 

2y," 2%," 1%" 3%6" 12 Ibs. 

Angle 25A 12850 63mm 63mm 38mm 87mm 5.4 kg. 

Models " 3%" 19," 4y," 17 Ibs. 

30A 12870 76mm 80mm 44mm 108mm 7.7 kg. 

; 2," 2¥," 1%" 4%" 12 Ibs. 

ne a 25AS 12900 63mm 63mm 38mm 116mm 5.4kg. 

ngle Models = 3" 3%" 194" 5%" 22 Ibs. 

30AS 76mm 80mm 44mm 132mm 10 kg. 

Economy Drill Press Vise 
y Model Shown 


A sturdy and compact 3-1/2" drill press vise with a low profile—2-1/2" at its 
highest point. Three point bolt lugs allow easy mounting and positioning on 
any drill press table. A high quality main screw is Acme threaded and 
features a hexagonal head for tight clamping. Machined jaw faces—a 
vertical V-groove moveable jaw combined with a plain stationary jaw. 


SPECIFICATIONS 
Catalog Item Jaw Maximum Jaw 
No. * No. Description Width Opening Depth Height Weight 
3%" Drill Press Vise 3%" 4" 1%" 2%" 
335 12880 smooth cast steel jaws 89mm 100mm 45mm 67mm 


12/79 10M 


Overall Shipping 


11% Ib. 
5.4 kg. 


*Manufactured offshore to Wilton’s specifications 
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